
• Properties of  wood 

• Choice of  wood 

• Design to cater for wood properties 

• Sourcing and procurement of  wood 

• Objective of  talk to provide information 

resources for greater understanding 
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• Author Brian Addis 

• August 2005 

• Full 24 page article on the website 
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• Colour, texture, grain 

• Style of  cabinet 

• Local/imported 

• Wood characteristics (machining, physical 
properties, wood movement, glueing, 
finishing aspects) 

• Timber cuts, curing (moisture content), 
defects 

• Availability 

• Cost 
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Flat-sawn 

Rift-sawn 

Rings 30⁰ 

to 60⁰ Quarter-sawn 

Rings 60⁰-90⁰ 
After Ref  [5] 



• Defects-harvesting & drying 

• Study wood carefully to overcome 

defects 

• Major defects and remedial 

measures 
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Cup 
Cup occurs across the face of  a board.  
If  lumber is badly cupped, rip it into 

narrower sections; you will end up with 
thicker stock after edge-jointing and 

planing 
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Crook 

Crook is a bow along the edge.  You will end 
up with waste along both edges when 

ripping it straight and parallel 
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Twist 

Lumber with a slight twist will give you fits 
if  not removed prior to cutting joints or 
gluing panels together.  If  it is severely 
twisted, cut lumber into shorter and/or 

narrower sections for better yield. 

 WAP 9.2.2019 



 

 

 

Bow 

Bow occurs along the length of  a board on 

the face side.  If  the bow is severe it is best 

to cut the board into smaller sections 

before machining 
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CUT-LIST PROJECT: MORRIS CHAIR (2 OFF) DATE: 15.3.2017 

                  

      Final Dimensions (mm) Rough dimensions (mm)     

Item 
ID 

Part Name Wood No T W L No T W L ΣL Plank Remarks Wood 
Volume 

m3 

A Front Leg Minger 4 60.0 60.0 630 12 22 65 650 
7,800   

Laminate to quartersawn 
0.01115400 

B Back Leg Minger 4 60.0 60.0 630 12 22 65 650 
7,800 

Laminate to quartersawn.  Same as A initially 
0.01115400 

C Front Stretcher Minger 2 30.0 171.0 594 3 22 180 630 
1,890 

Resaw and laminate 
0.00748440 

D Back Stretcher Minger 2 30.0 100.0 594 3 22 110 630 
1,890 

Resaw and laminate 
0.00457380 

E Lower Rail Minger 4 30.0 180.0 614 6 22 190 650 
3,900 

Resaw and laminate 
0.01630200 

F Upper Rail Minger 4 30.0 100.0 614 6 22 110 650 
3,900 

Resaw and laminate 
0.00943800 

G Side Slat Minger 16 20.0 65.0 208 8 22 70 450 
3,600 

2 per plank as short 
0.00554400 

H Arm Minger 4 25.0 120.0 900 8 22 130 1000 
8,000 

Four laminates and glued over a bowed jig 
0.02288000 

I  Cleat Minger 4 20.0 25.0 530 4 22 30 600 
2,400 

  
0.00158400 

J Corbel-Front Minger 4 30.0 40.0 450 6 22 50 500 
3,000 

Resaw and laminate 
0.00330000 

K Corbel-Back Minger 4 30.0 40.0 380 6 22 50 450 
2,700 

Resaw and laminate. Nest J&K to save wood 
0.00297000 

L Backrest Post Minger 4 30.0 45.0 750 6 22 50 800 
4,800 

Resaw and laminate. Nest J&K to save wood 
0.00528000 

M Top Back Slat Minger 2 40.0 100.0 470 4 22 110 520 
2,080 

Shaped 
0.00503360 

N Back Slat Minger 8 40.0 65.0 470 16 22 70 520 
8,320 

Shaped 
0.01281280 

O Pivot Pin White oak 4 25.0 25.0 120 1 30 30 550 
550 

25 dia 
0.00049500 

P Support Pin White oak 4 25.0 25.0 107 1 30 30 500 
500 

25 dia 
0.00045000 

Q Spacer White oak 4 8.0 40.0 40 1 4 50 600 
600 

Laminate like ply to prevent cracking. 40 dia 
0.00012000 

V Veneer-Legs Minger 8 3.0 60.0 595 8 5 70 670 
5,360 

  595 for A and 530 continuous for B 
0.00187600 

W Seat Frame-F&B Minger 4 22.0 70.0 555 4 22 75 570 2280   Measure chair when assembled before sizing frame 
0.00376200 

X Seat Frame-Sides Minger 4 22.0 70.0 605 4 22 75 620 2480   

0.00409200 

  Webbing       50.0 9             24.2 

  Webbing clips   40                   TOTAL Volume (m3) 
0.12245160 

                          Note: Rough Planed Minger stock is about 22 thick 
  

                          Length (m) of 22x230   

                          Note final thicknesses may have to be reduced by about 1 to 
2 mm.  Measure up and decide when final planing.  Compare 
also with Dries' dimensions in his cut-list. 

  

Example of  a cut-list 



Wood Movement 

Wood movement caused by change in 

moisture content of  “bound water” 

Need to quantify the movement for the 

design of  furniture 
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Does a finishing coat reduce 

movement? 
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Quantification of  Wood 

Movement 
Questions: 

What allowance should be made for WM? 

Where and when is the item made? 

Variation in moisture content? 

What wood? 

Wood Movement Calculator © Denis Lock 
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The Most Important Fig in 

Hoadley’s Book! 

WAP 9.2.2019 

• Curve for 

white spruce 

• 50% RH 

gives 9% 

EMC 

• Benefit of  a 

moisture 

meter 
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Wood Movement Calculator (Copyright © 2006 - 2012: DN Lock) 

  

Initial size 600      Enter the initial size in cell C5   

Initial EMC (%) 7.0 
     Alter initial and/or final EMC (cells C6 and C7) if 

desired 

Final EMC (%) 11.0      The default EMC values for Gauteng are 7.0 and 11.0 

     Results in cols I, J, K and L 

Common 

Category  Genus  Species Origin 

Shrinkage (green to oven-dry) Movement Final size 

name Tangential (%) Radial (%) Flatsawn Qtrsawn Flatsawn Qtrsawn 

African mahogany HW Khaya spp. E & W Africa 4.2 3.4 3.6 2.9 603.6 602.9 

Alder (red) HW Alnus rubra N America 7.3 4.4 6.3 3.8 606.3 603.8 

Ash (American white) HW Fraxinus  americana N America 6.5 5.0 5.6 4.3 605.6 604.3 

Beech (European white) HW Fagus sylvatica Europe 11.9 5.5 10.2 4.7 610.2 604.7 
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Grain 

direction 

Slot extends 

deeper in 

front for 

movement 

(4 mm) Back fixed 

with screws 



• Silverton Houthandelaars & 

Maple Street Timbers, Kempton 

Park 

• Procurement problems 
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• The selection of  suitable wood for the 
project requires a good knowledge 
about wood, its properties and grain 
characteristics.   

• The types of  timber cuts  and the 
categories relate to the angle of  the 
annular rings compared to the face of  
the plank.  
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• Select planks at the timber yard yourself  
rather than simply ordering a required 
quantity; 

• Inspect planks for problem areas; 

• Some wood suppliers may allow you to 
plane a little area to inspect the grain.  
Take a small plane along and ask 
permission! 
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• Allowance for wastage of  stock when 

procuring timber due to errors or 

defects in planks, grain colour 

• Rule of  thumb: Allow about 20-30% 

extra for wastage 
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• A cabinet project starts with the choice of  

wood 

• Selection of  suitable wood for a specific 

project depends on many factors 

• Study information sources on wood 

properties, wood movement etc 

• Work with wood properties and not 

against them 
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